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Connessioni
65UT761H  / 55UT761H  / 49UT761H

1

2(ARC)

MEZ66842362
(REV00)

ANTENNA / 
CABLE IN

13/18V 
700mA Max

LNB
Satellite IN

CLOCKH/P OUT

LAN

RESETUPDATE

AUX LAN

RS-232C IN 
(CONTROL & SERVICE)

12V 1A/5V 2A

OPTICAL 
DIGITAL

AUDIO OUT

MCR68188901

VIDEOYPbPr

COMPONENT IN  AV IN( Audio in)

COMPONENT AV

VOLUME
CONTROL

STEREO
(8Ω)

EXTERNAL SPEAKER OUT

AUDIO
Manufactured under license 
from Dolby Laboratories, Dolby, Dolby Vision, 
Dolby Audio, Dolby Atmos, and the double - 
D symbol are trademark of Dolby Laboratories.

WARNING : To prevent TV from falling 
over, the TV should be 
securely attached to the oor wall 
per installation instruction.
Tpping, shaking, or rocking the machine 
may cause injury.

For DTS patents, see http://patents.dts.com.

21
USB IN 

65UT761H 55UT761H 49UT761H

DESIGN
Stand Type 1 Pole (Fixed) 1 Pole (Swivel) 1 Pole (Swivel)

Front Color - (Cinema Design) - (Cinema Design) - (Cinema Design)

DISPLAY

Inch 65 55 49

Resolution 3,840 X 2,160 (UHD) 3,840 X 2,160 (UHD) 3,840 X 2,160 (UHD)

Backlight Unit Type Edge Edge Edge

Brightness (cd/m2) 400 400 400

BROADCASTING 
SYSTEM Digital • (DVB-T2/C/S2) • (DVB-T2/C/S2) • (DVB-T2/C/S2)

VIDEO HDR (Dolby Vision / 10 Pro / HLG) - / • / • - / • / • - / • / •

AUDIO

Audio Output 10W + 10W 10W + 10W 10W + 10W

Speaker System 2.0 ch 2.0 ch 2.0 ch

DOLBY ATMOS • • •

One Touch Sound Tuning • • •

LG Sound Sync • (Required Bluetooth) • (Required Bluetooth) • (Required Bluetooth)

HOSPITALITY 
SOLUTION

Solution Type
Pro:Centric (Smart, V, Direct),  

Quick Menu 3.0
Pro:Centric (Smart, V, Direct),  

Quick Menu 3.0
Pro:Centric (Smart, V, Direct),  

Quick Menu 3.0

Data Streaming ( IP & RF ) • • •

HCAP (GEM / FLASH / HTML)
Service Carousel (TLL / XML)

GEM / HTML5 GEM / HTML5 GEM / HTML5

IP Return path • • •

Multicast / Unicast ready • • •

webRTC (Real Time Communication) • • •

Pro:Centric Application (version) • (PCA3.8) • (PCA3.8) • (PCA3.8)

Pro:Centric Server PCS400R PCS400R PCS400R

DRM Pro:Idiom (S/W Type), Pro:Idiom Media Pro:Idiom (S/W Type), Pro:Idiom Media Pro:Idiom (S/W Type), Pro:Idiom Media

SMART FEATURE

webOS 4.5, Smart Home (Launcher Bar), Quick Access, Web Browser, Pre-loaded App, SDP Server compatibility, 
Magic Remote Compatibility (Ready), Clock (World Clock / Alarm), Soft AP, WiFi (Built-in type), Screen Share (Miracast), 

Smart Share (DLNA), LG TV Plus App Compatibility, DIAL, Bluetooth Audio Playback, LG Sound Sync / Bluetooth, 
Mobile Connection Overlay, Airplay (MR), Voice Recognition (Standalone / Solution), IoT (TBD), EzManager (Simplicity), 

USB Cloning, Wake on RF, Wake on LAN, SNMP, Diagnostics (IP Remote), SI Compatible (TVLink Interactive), 
HTNG-CEC (1.4), Simplink (HDMI-CEC, 1.4), IR Out (RS-232C, HDMI), Multi IR Code, 

Anti-theft System (Kensington Lock, Credenza / Security Screw Hole - Except 65", Lock Down Plate - Except 65"), 
Chromecast Dongle Anti-theft Cover (Optional)

HOSPITALITY 
FEATURES

Hotel Mode, Lock mode (Limited), Welcome Video / Screen, Insert Image, One Channel Map, IP Chanenel Manager, 
External Speaker Out (Int / Ext Variable / Fixed), Instant ON, External Power Out, V-Lan Tag, 

RJP (Remote Jack Pack) Compatibility, External Clock Compatibility (LEC-005), Auto Off / Sleep Timer, 
Smart Energy Saving, Motion Eye Care, Healthcare Headphone Mode, BEACON, RTC (Real Time Clock), NTP sync timer

JACK INTERFACE

Set Side HDMI In 2.0, USB 2.0 (2), CI Slot

Set Rear
HDMI In (HDCP) 2.0, Headphone Out, RF In (2), AV In (Phone Jack Type), Component in (Y, Pb, Pr-Video, Phone Jack Type), 
Digital Audio Out (Optical), RS-232C (Control & Service), Clock Interface (RJ12), RJ45 (Usage Purpose : 2 (Ethernet, Aux)), 

External Speaker Out (3.5mm Phone Jack) : 2 (Spk-out 1, 4W (Stereo, R : 2.0W, L : 2.0W, 8Ω) - Vol. Control1)

DIMENSION
(UNIT: mm / kg)

Vesa 300 x 300 300 x 300 200 x 200

W x H x D / Weight (with stand) 1,451 x 910 x 323.7 / 25.8 1,232 x 773 x 303 / 20.4 1,096 x 697 x 303 / 17.2

W x H x D / Weight (without stand) 1,451 x 840 x 64 / 24.1 1,232 x 716 x 63.6 / 17.2 1,096 x 640 x 63.6 / 14.0

W x H x D / Weight (Shipping) 1,600 x 1,035 x 207 / 33.3 1,360 x 860 x 207 / 25.6 1,192 x 760 x 190 / 23.2

POWER 
(UNIT: WATTS)

Voltage, Hz 100 ~ 240, 50 / 60 100 ~ 240, 50 / 60 100 ~ 240, 50 / 60

Typical 169 138 124

Stand-by 0.3 0.3 0.3

POWER 8806098482764 8806098483952 8806098483976
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