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LAP010BL2 LAP015BL2

PHYSICAL
PARAMETERS

Pixel Configuraiton 3 in 1 SMD 3 in 1 SMD 

Pixel Pitch (mm) 1.00 1.50 

Module Resolution (W x H) 192 x 180 128 x 120

Module Dimensions (W x H, mm) 192 x 180 192 x 180

No. of Modules per Unit Case (W x H) 2 x 2 2 x 2

Unit Case Resolution (W x H) 384 x 360 256 x 240

Unit Case Dimensions (W x H, mm) 384 x 360 x 77 384 x 360 x 77

Unit Case Surface Area (m2) 0.138 0.138

Weight per Unit Case (kg) 5 5 

Physical Pixel Density (pixels/m2) 1,000,000 444,444 

Flatness of Unit Case (mm) ± 0.2 ± 0.2 

Case Material Die Casting Aluminum Die Casting Aluminum

Service Access Rear Rear

OPTICAL
SPECIFICATIONS

Min. Brightness (After Calibration) 1,000 1,200

Color Temperature 3,200 - 9,300 3,200 - 9,300

Visual Viewing Angle (Horizontal) 160 160 

Visual Viewing Angle (Vertical) 140 140 

Brightness Uniformity ≥ 97% ≥ 97%

Color Uniformity ± 0.015Cx,Cy ± 0.015Cx,Cy

Contrast Ratio 6,000 6,000 

Processing Depth (bit) 16 16 

ELECTRICAL
SPECIFICATIONS

Power Consumption (W/Unit Case, Max.) 140 160

Power Consumption (W/Unit Case, Avg.) 65 75

Power Consumption (W/m2, Max.) 1,012 (700@800 nit) 1,157 (700@800 nit)

Power Supply (V) 100 to 240 100 to 240

Frame Rate (Hz) 50 / 60 50 / 60

Refresh Rate (Hz) 1,920 1,920 
OPERATION
SPECIFICATIONS Lifetime (Half Brightness) 100,000 100,000 

Unit Case

LCLG001

VIDEO
Max Input Resolution 3,840 x 2160@30Hz

Color Temperature  3,200 - 9,301 Adjustable

CONNECTIVITY
Input HDMI (1), DP (In/Out), DVI-D (1), RS232C (In/Out), RJ45 (In/Out) without LED Indicator, USB 3.0

Output LVDS x 1ea, FHD Standard

PHYSICAL
PARAMETERS

Case Color Black

Dimension (mm) 278 x 193.3 x 38.5

Weight (g) 1,397

SPECIAL
FEATURES

Temperature Sensor O

Light Sensor O

Source Selection HDMI, DVI-D, DP

TPC Yes

Motion Eye Care Yes

System Indicator Yes

FHD Up Scaling Yes

POWER

Power Supply 100-240V~,  50/60Hz

Power Type Built-In Adaptor

Power Switch No

Power Consumption
Typ./Max 17 W (Max)

Power off Under 0.5 W

SOFTWARE
Remote Alert Yes
Integrated Control 
with LG Monitor Signage Yes (Optional)

ACCESSORY
Standard Power Cord, HDMI Cable, LVDS Cable, Wired & Brightness Sensor, 4P Phone-To-  RS-233C Gender 

Optional Long Signal Transfer Cable (Optical HDMI/DVI), DVI Cable, DP Cable

Controller

* Lifetime (Half brightness) is based on LED chip


